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 ■ The CS200 In-Ceiling Loudspeaker is a perfect choice to use in 
custom distributed audio installations with our MI128 and MI254 
distribution amplifiers.

 ■ Also a great surround sound speaker to use in dedicated home 
theaters with any of our A/V processors and multi-channel amplifiers.

 ■ Voice matched to our WS500 and WS300 In-Wall Loudspeakers, 
making for a cohesive sound experience where a combination of all 
these speakers are used.

 ■ A 3-way speaker that features (1) 8” woven glass fiber woofer, 
(2) 2” inverted Titanium dome midranges and (1) 3/4” Titanium 
dome tweeter.

 ■ The midranges and tweeter are housed in a rotating array so the 
CS200’s already incredible sonic performance can be maximized in 
each individual space.

 ■ The midranges and tweeter are the same drivers used in many of 
our home audio speakers, meaning you’ll receive the same high level 
performance from the CS200 as from our home audio speakers.

 ■ The grille magnetically attaches for easy removal. The grille comes 
with a white finish but is paintable and will leave little to no visible 
edge of the mounting flange so the speaker can virtually disappear 
into its surroundings.

 ■ Rough-in kit available.

Custom Audio or Home Theater Speaker
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Companion Products
The MI128 and MI254 Power Amplifiers, MX160 and MX122 A/V Processors, MVP901 Blu-Ray Player, and WS500 and WS300 In-Wall Loudspeakers 
are logical companions for the CS200 In-Ceiling Loudspeaker. Your Authorized Dealer can provide additional information on other McIntosh
product combinations.   
To learn more, please call us at 1.800.538.6576.
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For the Consumer’s Protection: 
In order to ensure the highest level of customer satisfaction, new McIntosh products may only be purchased from an Authorized McIntosh Dealer; and, with 
certain limited exceptions may only be purchased over-the-counter or delivered and installed by the Authorized McIntosh Dealer. McIntosh does not warrant, 

in any way, products that are purchased from anyone who is not an Authorized McIntosh Dealer, or that have had their serial numbers altered or defaced.

System Type: 
3-Way In-Ceiling 

Nominal Impedance: 
6 Ohms

Power Handling: 
15 to 250 Watts

Frequency Response: 
48Hz to 22kHz 

Sensitivity: 
89dB

Crossover Frequencies: 
1,100Hz, 3,000Hz 

Drivers:
Woofer: (1) 8” Woven Glass Fiber

Midrange: (2) 2” Inverted Titanium Dome
Tweeter: (1) ¾” Titanium Dome

Overall Dimensions (W x H x D): 
11” (27.94cm) x 11” (27.94cm) diameter

x 5” (12.7cm) tall

Weight: 
5.5 lbs (2.49 kg) net

7 lbs (3.18 kg) in shipping carton


